
DAB+ interface for VAG with RNS-310/RNS-315/RNS-510 (CAN)

Art. Nr: DAB-VAG-MDI

General
The VAG DAB+ kit integrates DAB & DAB+ into your original system without
any loss of sound quality!! It will also allow you to control the DAB stations
through your factory head-unit and steering wheel controls.
You can select the DAB interface via MDI level.

Features:
# DAB & DAB+  with perfect digital Quality Sound!
# DAB Text support
# DAB & DAB+ codec
# Last Memory function
# Control the stations via steering wheel
# Plug and play Cable kit
# Possible to use OEM car antenna
 
 
Example installation:

Delivery Package:
- NavInc DAB interface: 1x
- Power cable: 1x
- DAB antenna: 1x
- Instructions
- Warranty
- Invoice

Extra information:
- No automatic switching of DAB <-> FM
- Not suitable for vehicles with factory fitted CD-Changer or MDI
- There is no automatic station search, this must be started manually via the
head-unit.
- Manual tuning is only necessary for regional ensembles while the car is
travelling across regions with different regional ensembles. There's no new
scan required for global ensembles.
 

Product specifications:
Voltage supply: 12V DC
Voltage-operating capacity: 10,5 – 14,8 V
Standby current: 7 mA
Operating current: 120 mA
Power input: 1,80 W
Temperature range: - 30°C up to + 80°C
Weight: 95g
Dimensions W x H x D: 90 x 35 x 65 mm



 

Car models:
The interface is compatible with the following car models:
 
Volkswagen
Amarok 2010-201>
Beetle 2011-201>
Caddy mk IV 2010-201>
Caddy Maxi 2010-201>
Caravelle     
Eos 2011-201>
Golf Plus 2009-201>
Golf V 2007-2009
Golf VI 2008-2013
Jetta 2011-201>
Multivan 2008-201>
Passat 2005-201>
Passat CC 2008-201>
Polo 2009-201>
Scirocco 2008-201>
Sharan 2010-201>
Tiquan 2007-201>
Transporter 5 / T6 2008-201>
Touaran 2010-201>
Touareg 2007-2010
 
Seat
Alhambra 2010 - 201>
Altea/Altea XL 2009 - 201>
Ibiza (6J) 2008 - 201>
Leon (1P) 2009 - 201>
 
Skoda
Octavia 2009-2013
Fabia 2010-2014
Roomster 2010-201>
Superb 2008-201>
Superb Combi 2010-201>
Yeti 2009-201>
 
In combination with the following head-units:
 
Volkswagen
VW RCD 310
VW RCD 510 (not for devices with index AA/ ..AB)
VW RNS 310
VW RNS 315
VW RNS 510 (only for devices with index ..A or higher)
 
Skoda



Skoda Swing
Skoda Bolero
Skoda Amundsen
Skoda Trinax  (only for devices with index ..A or higher)
Skoda Columbus
 
Seat
Seat Mid
Seat High
 
  
Note:
- No automatic switching of DAB <-> FM
- Not suitable for vehicles with factory fitted CD-Changer or MDI
- There is no automatic station search, this must be started manually via the
head-unit.
- Manual tuning is only necessary for regional ensembles while the car is
travelling across regions with different regional ensembles. There's no new
scan required for global ensembles.

 


